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FED. SUP CLASS

5935
Requirements:
A. Material : Clamp body and saddle - Aluminum al10Y, per QQ-A-591 , comp. 13,380 or

A 380. clamp screws - AISI 300 series stainless steel.

B. Finish:

,
Designator Finish

A Cadmium plate, per QQ-P-416, type II, class 3, over nickel:
Color - 01ive drab.

c Cadmium plate, per QQ-P-416, type II, class 3; Color - Olive drab.

N Electroless nickel, per MIL-C-26074, ~lass 3 or 4, grade B.

D Nonmagnetic corrosion Cadmium plate, per QQ-P-416, type 11,
resisting steel, per class 3, color - black.
QQ-S-763, 300 series

s classes Passivate

Performance: MS3188, MS3189, MS3437 or other suitable back shel1s shall be used as
the test fixture when necessary.

!,

C. Magnetic pers!seabilit; -
I

The relative magnetic’ permeability shall be less than 2.0 when checked with an indicator
conforming to MIL-I-17214. d

D. Vibration - Hw
w

The assembly shal1 be subjected to the vibration requirements of MIL-STD-167-1 (Ships)
g

paragraph 5.1.3.3.3 and Method 204, condition B of MIL-STD-202. There shal1 be no w

1oosening of parts or evidence of damage due to vibration. No safety wires shal1 be used. m
w

m
E. Shock -

The assembly shall be subjected to the requirements of MIL-S-901, grade A. The clamp is
5

a subassemblyy, class 1, lightweight test classification (250 lbs. or less) type C. There
u

shal1 be no loosening of parts or evidence of damage due to shock. No safety wires shal1
*
c

be used.
;

F. Salt spray (corrosion) - @w

Salt spray test in accordance with Method 1001 of MIL-STD-1344 test condition 8. There
~
>

shal1 be no exposure of basis metal due to corrosion.
u
w

,.

G. Cable Pul1-Out -

Cables shal1 not pul1 out when specified loads in table are applied, nor shal1 the
S1 ippage exceed .125 inch.

a

H. Quality assurance:
u
&
2

A. Examination of product. m.

1. Mi1itary part number: See example.

MS3057 - 16D

Basic No.
Dash No.

~d ~Finish designator
See requirement B
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